iii CONVERSION FACTORS For use of readers who prefer to use metric (International System) units, rather than the inch-pound units used in this report, the following conversion factors may be used:
Multiply inch-pound unit inch (in.) foot ( The term "Poteau River Subbasin" means the drainage area of Poteau River in the State of Arkansas.
The term "Arkansas River Subbasin11 means all areas of the Arkansas River
Basin except the four subbasins described previously.
The term "water year" means a 12-month period beginning on October 1 and ending September 30.
The term "annual yield" means the computed annual gross runoff from any specified subbasin. The runoff would have passed any certain point on a stream and would have originated within any specified area under natural conditions, without any raanmade depletion or accretion during the water year.
Other hydrologic terms used in this report are defined as follows:
Acre-foot is the quantity of water required to cover 1 acre to a depth of 1 foot and is equivalent to 43,560 cubic feet.
Bacteria are microscopic unicellular organisms, typically spherical, rodlike, or spiral and threadlike in shape, often clumped into colonies. Some bacteria cause disease, others perform an essential role in nature in the recycling of materials; for example, by decomposing organic matter into a form available for reuse by plants.
Fecal coliform bacteria are present in the intestines or feces of warm-blooded animals. They are often used as indicators of the sanitary quality of the water.
In the laboratory, they are defined as all the organisms that produce blue colonies within 24 hours when incubated at 44.5 % C + 0.2 *C on M-FC medium (nutrient medium for bacterial growth).
Their concentrations are expressed as number of colonies per 100 milliliters (mL) of sample. Cubic foot per second is the rate of discharge representing a volume of 1 cubic foot passing a specified point during 1 second.
Discharge is the volume of water that passes a given point within a given period of time.
Instantaneous discharge is the discharge at a particular instant of time.
Mean discharge is the arithmetic average of individual daily mean discharges during a specific period.
Dissolved refers to the material in a representative water sample that passes through a 0.45-micrometer membrane filter. This is a convenient operational definition used by Federal agencies that collect water data.
Determinations of "dissolved" constituents are made on subsamples of the filtrate.
Dissolved oxygen content of water in equilibrium with air is a function of atmospheric pressure and temperature and the dissolved-solids concentration of the water. The ability of water to retain oxygen decreases with increasing temperature or dissolved solids, with small temperature changes having the more significant effect. Photosynthesis and respiration may cause diurnal variations in dissolved-oxygen concentration' in water of some streams.
Drainage area of a stream at a specified point on the stream is that area enclosed by a topographic divide from which direct surface runoff from precipitation normally drains by gravity into the stream upstream from the specified point. Figures of drainage area given herein include all closed basins, or noncontributing areas within the area, unless otherwise noted.
Gaging station is a particular site on a stream, canal, lake, or reservoir where systematic observations of gage height or discharge are obtained.
Hardness of water is a physical-chemical characteristic that is commonly recognized by the increased quantity of soap required to produce lather. It is attributable to the presence of alkaline earths (principally calcium and magnesium) and is expressed as equivalent calcium carbonate (CaCCL).
Sediment is solid material that originates mostly from disintegrated rocks and is transported by, suspended in, or deposited from, water; it includes chemical and biochemical precipitates and decomposed organic material, such as humus. The quantity, characteristics, and cause of the occurrence of sediment in streams are influenced by environmental factors.
Some major factors are degree of slope, length of slope, soil characteristics, land usage, and quantity and intensity of precipitation.
Suspended sediment is the sediment that at any given time is maintained in suspension by the upward components of turbulent currents or that exists in suspension as a colloid. Sodium-adsorption-ratio (SAR) is the expression of relative activity of sodium ions in exchange reactions with soil and is an index of sodium or alkali hazard to the soil. Water varies, in respect to sodium hazard, from that which can be used for irrigation on almost all soils to that which generally is unsatisfactory for irrigation.
Specific conductance is a measure of the ability of a water to conduct an electrical current. It is expressed in microsiemens per centimeter at 25 % C.
Specific conductance is related to the type and concentration of ions in solution and can be used for approximating the dissolved-sol ids concentration of the water. Commonly, the concentration of dissolved solids (in milligrams per liter) is about 65 percent of the specific conductance (in microsiemens).
This relation is not constant from stream to stream, and it may vary in the same source with changes in the composition of the water.
Stage-discharge relation is the relation between gage height and the amount of water flowing past the gage in a channel.
Total is the total amount of a given constituent in a representative Creek, and Illinois River Subbasins. Analysis shows that their impact on the depletions in any subbasin, except Illinois River, is probably insignificant and further consideration is not necessary at this time. Total storage capacity in the Illinois River Subbasin is 27,700 acre-feet of which 18,300 acre-feet is in one lake. There is not enough information presently collected to evaluate the magnitude of depletions in the Illinois River Subbasin.
records (p. 15 to 35). The station description under "Remarks" states the degree of accuracy of the records. "Excellent" means that about 95 percent of the daily discharges are within 5 percent of the actual discharge, "good" means within 10 percent, and "fair" means within 15 percent. "Poor" means that daily discharges have less than "fair" accuracy. (00945) (00940) (00950) (00955) (70300) (70301) (70302) (70303) (00618) (71851) .7
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PHOS-PHATE, ALUM-BERYL-ORTHO. INUU, ARSENIC BARIUM. LIUU. CADMIUM DIS-DIS-DIS-OIS-DIS-DIS-SOLVED SOLVED SOLVED SOLVED SOLVED SOLVED (UG/L (UG/L (UG/L (UG/L (UG/L (UG/L AS P04) AS AL) AS AS) AS BA) AS BE) AS CO)
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